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K treme

Introducing NEW K Xtreme
high pressure cleaner

NOWA myjka wysokocisnieniowa
K Xtreme




Top compactness for great

performance

Maksymalna kompaktowosc dla

doskonatej wydajnosci .

K Xtreme are high-pressure cleaners designed to cater to all i @

hydrodynamic maintenance requirements, especially where the
superior performance associated with professional machines is —
required.

This new product replaces the use of traditional tools with water-jet
power for use in shipyards, for industrial maintenance, in the
building trade (restoring plastering, bricks and tiles, etc.) and
permits both cutting job times and upgrading work quality.

K Xtreme units replace traditional high-pressure . /
cleaners which are unable to perform professional jobs % )
due to insufficient power and which are often affected
by low reliability because they are made from cheap
component parts.

K Xtreme to myjki wysokocisnieniowe zaprojektowane w cel
spetnienia wszystkich wymagan w obszarze utrzymania
hydrodynamicznego, zwtaszcza tam, gdzie wymagana jest
najwyzsza wydajnos¢ typowa dla urzagdzen profesjonalnych.

Ten nowy produkt zastepuje tradycyjne narzedzia wykorzystujgce
cisnieniowy strumien wody, stosowane w stoczniach, przy pracach
konserwacyjnych w przemysle, w budownictwie (renowacja tynku,
cegty, ptytek, itp.) oraz pozwala skréci¢ czas pracy, poprawiajac
jakos¢ wykonania.

K Xtreme zastepuja tradycyjne myjki wysokocisnieniowe, ktore nie
sg w stanie wykonac profesjonalnych zadan ze wzgledu na
niewystarczajacg moc, i ktdre czesto cechuje staba niezawodnosé,
gdyz s one wykonane z tanich komponentéw.



Quality construction that lasts
Wytrzymata, jakosciowa konstrukcja

The quality of the materials, the anti-corrosion and
finishing treatments and the type of pump fitted to
K Xtreme make it extremely reliable. Unlike
standard high-pressure cleaners, whenever special
maintenance jobs have to be performed, the simple
construction and the adopted technical solutions
make it possible to restore original performance
levels inexpensively.

The regulating valve is fitted with a delivery pressure
cut-out system (Only 25 hp versions): when the spray
gun is closed, the air flow is by-passed at low
pressure, maintaining the delivery branch in low
pressure too.

When the spray gun is re-opened, the working
pressure is restored gradually.

ADVANTAGES:

Greater operator safety.

Delivery hose more easy to handle with the

spray gun closed.

Very little force required to open the spray gun again.
Easier for the operator to handle.

Facilitated endothermic motor start.

Electrically powered (400V — 50 Hz). Asynchronous . Zasilanie elektryczne (400V - 50Hz ). Asynchroniczny

three-phase 4-pole motor with IP55 protection rating.
20 and 25HP.

Star-delta on 25 HP versions

Jakos¢ materiatéw, obrobka antykorozyjna i wykoriczeniowa oraz typ
pompy zamontowanej w K Xtreme sprawiajq, Ze urzqdzenie to jest
maksymalnie niezawodne. W przeciwienstwie do standardowych myjek
wysokocisnieniowych, gdy konieczne jest wykonanie specjalnych prac
konserwacyjnych, prosta konstrukcja i zastosowane rozwigzania
techniczne umozliwiajq przywrdcenie stanu pierwotnego w tani sposob.

Zawor regulacyjny wyposazony jest uktad odcinajgcy
doprowadzane cisnienie (tylko wersje 25HP): w momencie
zamkniecia pistoletu, powietrze pod niskim ciSnieniem
przeptywa obejsciem, utrzymujqc réwniez linie doprowadzajgcq
w stanie niskiego cisnienia.

Po ponownym otwarciu pistoletu, ciSnienie stopniowo powraca
do wartosci cisnienia roboczego.

ZALETY:

Wieksze bezpieczeristwo operatora.

tatwiejsze manewrowanie wezem doprowadzajgcym przy
zamknietym pistolecie.

Bardzo mata sita potrzebna do ponownego otwarcia lancy
pistoletu.

tatwiejsze do obstugi przez operatora.

Funkcja endotermicznego uruchamiania silnika.

4-birgunowy silnik tréjfazowy ze stopniem ochrony IP
55.20i 25 HP.

Gwiazda-tréjkqt w wersjach 25 HP



The details that make the difference » Szczegdty, ktore czynig roznice

END USERS

o Hydrodynamic cleaning companies

o Construction and ship-building worksites

o Steel plants, foundries and engineering companies
® Food industry

* Refineries, chemical and energy plants

MAIN APPLICATIONS
© Paint, rust and graffiti removal from steel and/or
cement surfaces

® Cleaning building scaffoldings

o Removal of scale and/or marine deposits
e Cleaning bridges and holds

o Water sandblasting

GENERAL FEATURES

o Sturdy frame consisting of plate and tubular metal
with anti-corrosive treatment

o Stainless-steel facing panel

* Ergonomic handle with grip for ease of handling

o Practical housing for spray gun and lance
* Readily serviceable self-cleaning suction filter
* Pneumatic wheels with steel hub and air chamber

TECHNICAL FEATURES

o Models with 4-pole three-phase asynchronous
electric motor

400/50 Hz (1450 rpm)
Comet TW triplex pumps
Motor-pump coupling by means of a flexible joint

Unloader valve (pressure resetting on 25HP versions)
Safety valve
Thermostat valve to protect against overheating

o Nozzle with ceramic insert

CONTROL PANEL

o Low voltage (24V) industrial start-up panel.
Direct, on 20HP versions; star-delta, on 25HP
versions

* Remote switch and motor cut-out with thermal
relay
® Rotary ignition switch and emergency stop button

Firmy zajmujqce sie czyszczeniem hydrodynamicznym
Place budowy i stocznie

Stalownie, odlewnie i maszynownie

Przemyst spozywczy

Rafinerie, zaktady chemiczne i energetyczne

Usuwanie farby, rdzy i graffiti z powierzchni stalowych
i/lub cementowych

Czyszczenie rusztowan budowlanych

Usuwanie kamienia i/lub zanieczyszczeri morskich
Czyszczenie pomostow i fadowni

Piaskowanie wodne

Solidna rama z blachy grubej i rur z zabezpieczeniem
antykorozyjnym

Panel czotowy ze stali nierdzewnej

Ergonomiczny uchwyt dla tatwego manewrowania
Praktyczna obudowa dla pistoletu i lancy
Samoczyszczqcy filtr ssqcy z wktadem inspekcyjnym
Kota pneumatyczne ze stalowq piastq i detkq

Asynchroniczny 4-biegunowy silnik tréjfazowy 400/50
Hz (1450 obr/min)

Pompa Comet TW triplex

Sprzezenie silnika z pompq poprzez ztgcze elastyczne
Zawdr odcigzajqcy (zerowania cisnienia w wersjach
25HP)

Zawdr bezpieczenstwa

Zawdr termostatyczny zabezpieczajgcy przed
przegrzaniem

Dysza z wktadkq ceramiczng

Przemystowy, niskonapieciowy (24V) panel
rozruchowy.

Bezposredni, wersje 20 HP; gwiazda-tréjkqt, wersje
25 HP

Wytqcznik zdalny i wytqcznik silnika z przekaznikiem
termicznym

Witgcznik obrotowy i grzybkowy wytqcznik awaryjny

STANDARD EQUIPMENT
€ 3/8”-1/2” Superslim high-pressure hose, 20 m long
with stainless- steel quick couplings for 36/230 and
42/180
@ Spray gun with lance, knob and flat-jet nozzle (15°- O Ppistolet z lancq, pokrettem i dyszq ptaskg (15°-25°)

25°) 15 250
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OPTIONAL
€ Round Jet 0°
@ Rotating jet nozzle

@ Waz wysokocisnieniowy Superslim o dtugosci 20 m,
Srednicy 3/8” - 1/2” dla 36/230i 42/180

€) Dysza okrqgta 0°

@ Dysza obrotowa

€) Zestaw do czyszczenia rur z dyszq i zaworem stopowym
) Kompletny zestaw do piaskowania

€ Pipe cleaning kit with nozzle and foot valve
@ Complete sandblasting kit
© Delivery hose extension kit

( Hose reel kit with 20 m of 3/8” and 1/2” rubber
hose for 36/230 and 42/180
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© Przedtuzenie weza doprowadzajgcego
) Beben na wqz z wezem 20 m, 3/8”i 1/2”, dla 36/230 i
42/180

MODEL
MODEL o
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K Xreewe (15/500) | 3 -400/50 | TW500 = 1400 900 500 20,0 175 | 100x75x85
K Xreewe (18/400) | 3-400/50 | TW500 = 1400 1080 400 20,0 175 | 100x75x85
K Xreewe (21/350) | 8- 400/50 | TW500 = 1400 1260 350 20,0 175 | 100x75x85
K Xreewe (28/280)| 8-400/50 | TW | 1400 1680 280 20,0 175 | 100x75x85
K Xreene (33/250) | $-400/50 | TW | 1400 1980 250 20,0 175 | 100x75x85
K Xreene (40/180)| $-400/50 | TW | 1400 2400 180 20,0 175 | 100x75x85
K Xreewe (18/500) | 3 -400/50 | TW500 = 1400 1080 500 25,0 185 | 100x75x85
K Xreewe (21/450) | 8-400/50 | TW500 1400 1260 450 25,0 185 | 100x75x85
K Xreewe (33/280)| 8-400/50 | TW | 1400 1980 280 25,0 185 | 100x75x85
K Xreene (42/200)| 3-400/50 | TW | 1400 2520 200 25,0 185 | 100x75x85




VACUCLEAN
ul. 3 Maja 12
+48 77 407 85 16

Zeskanuj i zdobgdz wiecej informacji
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